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1. DESCRIPTION OF THE UNIT

Rangemaster FLAG is a display for showing hits and losts during clay target competitions.

1.1 FEATURES
*  Wide viewing angle

*  Fully daylight capable
* Extended temperature range: -30° Cto + 50 ° C
e Power input: 110-240VAC

e Controlled via remote control (included)
1.2 DISCIPLINES
All ISSF disciplines

1.3 TECHNICAL DATA

Power Input: 110-240VAC
Operation temperature: 30°Cto+50°C
Dimensions: Height: 25cm , width: 25cm depth:15cm
Weight: 5Kg
Viewing angle: Horizontal:170°, Vertical: 170°
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2. OPERATING

2.1 FUNCTIONALITY

Rangemaster FLAG display is used for showing hits and losts by side referees during clay target
competitions in accordance to ISSF rules. Flag is controlled wirelessly via remote control.

SINGLE ~ DOUBLE

Button Description Display
R —
Resets the flag display:
RESET | 1. When shooting single target - turns the flag
(left and |to black.
right) 2. When shooting doubles - turns both flags
to black. >
1. Button is used to show a single target as hit . > .
1. HIT
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2. Button is used to show 1* target in a double
as hit

2. HIT 1. Used to show 2™ target in a double is a hit

1. Button is used to show a single target as

miss
1. LOST
2. Button is used to show 1* target in a double
as miss
H nd H
2 LOST 1. Button is gsed to show 2™ target in a
double as miss
SINGLE Sets the one flag mode. . e

It is used when single targets are thrown (trap)

Sets the two flag mode.
DOUBLE |Itis used when doubles are thrown (skeet,
double trap)

EESE BESE N
|
EEE SR E =

NOTE: In case referee accidentally pressed the wrong button (e.g. hit instead of miss) or he
changed his mind, he should press the other button to change the flag colour. No need to press
reset to change the colour.
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2.2 SETTING UP DEVICE

On the back side of the flag there is:

- antenna

- power cable

- 3 push buttons for setting the device up.

Button Description Notes
Upper button 1 Exit/Back
Middle button 2 Move between sections/Change value |Keep pressed to scroll faster.

Outside the menu section changes
brightness level (but setting is not
saved in this case after powering off)

Lower button 3 Ok/Enter

To enter menu section keep pressed upper and lower button.

Menu setting Description

LAYOUT Set layout number from 1-32 in accordance to the number which will be used for
the remote control. Please do not change!

DEV NUM Set device number from 1-8 in accordance to the device number which will be
used for the remote control. Please do not change!

BRIGHT Increase or decrease brightness
NOTE: in order to save the setting after leaving BRIGHT section and when in the
main menu please press Upper button 1 to save it.

SG CODE Shooting ground code. Set up by Rangemaster - Please do not change!
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3. MAINTENANCE OF THE REMOTE CONTROL

3.1 CHANGING BATTERIES

To change the batteries, open the enclosure. To open the enclosure unscrew 4 screws. They are
covered with the rubber part (decorative seal). That is why first move the rubber part up to be able to
unscrew and open the enclosure.

Remove discharged batteries and insert new ones. For the remote control use batteries 2 x CR2032.

In order to make sure that contact of the batteries is good, every time when changing the batteries,
please push the connecting parts of the battery holder inside:
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While closing the enclosure take care that the decorative seal is closed correctly.

To check the batteries voltage, please use voltmeter and test the battery level while pushing the button.
If itis lower than 4V, please exchange the battery!

NOTE: Take care about the polarity when inserting the batteries!
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4. LIMITED WARRANTY
Rangemaster Systems gives a limited warranty on this products against defects in material or
workmanship for time of 12 months.
This period starts upon receipt of the product.
Rangemaster Systems will not be liable for loss of data or loss of profit or turnover due to a defect.

The warranty only includes repair or replacement of defect components, which failed during daily use.
“Daily use” has to be read as: Use in accordance to specifications and in intended use.

General information & warranty exclusions: Damages due to water, moisture, vandalism, lightening,
surges over power line or power supply, usage outside of specifications, excessive heat or cold (both
for operation and storage) damages because of dropping the product, unnecessary force, damages
because of empty or discharged batteries or accumulators are warranty exclusions and do not entitle
you for a free of charge repair or replacement.

In case of chip card readers with contacts are built in the product. Items or dirt inside the reader are
warranty exclusions.

In case of touch screens are built in the product: Damages due to improper use (using something else
than your finger) causing scratches or punctures on the screen or on the touch surface will not be
covered with warranty.

Please ask for a RMA number by sending an email to support@rangemaster.at
Add invoice number, date of invoice and serial number of product.

Also add a detailed description of errors.

Return unit for repair to:

Maxima WarenhandelsGmbH
© Rangemaster Systems - Ext. Storage

8082 Weissenbach 9
Austria/Europe

Show your RMA number of the box. Send us a tracking link after returning the product to us.
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5. RMA FORM

To:

Maxima WarenhandelsGmbH
© Rangemaster Systems - Ext. Storage

8082 Weissenbach 9
Austria/Europe

RMA: Date: / /

Date of purchase

Supplied by

Invoice number (Please
attach copy of invoice)

Product serial number

Description of error

Please return to:

Name

Club

Address 1

Address 2

Zip code

City/Town

Country

Phone

E-Mail
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