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DESCRIPTION OF THE UNIT

Rangemaster MicDisplay is an LED display showing targets, shooting schemes, shooting reaction, number 
of targets left an etc. for ISSF and FITASC disciplines.

1) targets in the training mode for the Olympic Trap discipline (center, left, right or random) showing the 
number of targets thrown in paid mode and shows time of the first and second shots and number of 
targets left in paid mode

2) shooting scheme for Double and Compact Sporting with the highlight of the next target

3) selected targets (single target or double (simultaneous or on report), showing the number of released 
targets in paid mode for Compact Sporting training mode

FEATURES

 Super wide viewing angle
 Dimensions: 256×128mm
 Mounted under the microphone
 High bright LEDs

 Fully daylight capable
 IP65 protection level
 Extended temperature range: -30 ° C to + 50 ° C
 Power input: 110-240VAC

DISCIPLINES

- Olympic Skeet, Olympic Trap, Compak Sporting, Double Sporting (round, training mode)

TECHNICAL DATA

Power Input: 110-240VAC

Operation temperature: -30 ° C to + 50 ° C

IP protection level IP65

Dimensions: Height: 256 mm , width: 128 mm

Weight: Around 1 kg

Viewing angle: Horizontal:170°, Vertical: 170°

COMPATIBLE PRODUCTS

Rangemaster X2.PRO control unit X2.PRO

Rangemaster X3 PRO./Net shooting ground management solution X3PRO.NET
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